
Dimensions & Weight Hushfree XS Hushfree S Hushfree S Hybrid Hushfree Work

Width (external/internal) 41.61 / 35.43 in 48.97 / 38.90 in 48.97 / 38.90 in 73 / 64.5 in

Height (external/Internal) 90.55 / 80.08 in 90.53 / 80.06 in 90.53 / 80.06 in 89.8 / 83.9 in

Depth (external/internal) 35.43 / 31.73 in 35.43 / 31.74 in 35.43 / 31.74 in 47.2 / 42.7 in

Doorway 35.43 in 35.43 in 35.43 in 35.43 in

Unit Weight 644 lbs 752 lbs 822 lbs 1047.2 lbs

PRODUCT FEATURES

Control panel HushAssistant HushAssistant HushAssistant HushAssistant

Door orientation Left-handed only 
(mirror version on demand)

Left-handed only 
(mirror version on demand)

Left-handed only  
(mirror version on demand)

Left/Right-handed option  
to be chosen at the ordering stage

Furniture / Options
Fixed table top 
W: 29.52 x D: 13.55 x H: 41.30 in

Optional: booth occupied indicator

Height adjustable table 
W: 30.39 x D: 15.94 x H: 25.59 - 46.85 in

Optional: booth occupied indicator

Fixed table top 
W: 30.39 x D: 15.94 x H: 28.85 in

Freestanding sofa

Optional: screen set bracket

Optional: booth occupied indicator

Height adjustable table 
W: 41.3 × D: 25.2 in H: 22.4 - 48.7 in

Optional: VESA screen mount

Optional: booth occupied indicator

Electrification

1x 110V 2x 110V 2x 110V 4x 110V

Optional: 1x USB A + 1x USB C Optional: 1x USB A + 1x USB C Optional: 1x USB A + 1x USB C Optional: 1x USB A + 1x USB C

-- 1x RJ45 1x RJ45 --

Ventilation
2 fans – user adjustable 2 fans – user adjustable 2 fans – user adjustable 4 fans – user adjustable

44 l/sec (air change inside every 33 sec) 44 l/sec (air change inside every 39 sec) 44 l/sec (air change inside every 39 sec) 40 l/sec (air change inside every 43 sec)

Acoustics  
according to ISO 23351-1:2020 30.3 dB (Class A) 30.2 dB (Class A) 30.2 dB (Class A) 25.1 dB (Class B)

Lighting

Integrated 2 ex 12W LED Ceiling light  
(1000 lm, 4000K)

Integrated 20W LED Ceiling light 
(adjustable up to 2300 lm, 2200 - 6500K)

Integrated 20W LED Ceiling light  
(adjustable up to 2300 lm, 2200 - 6500K)

2 x 30W LED Ceiling lights 
(adjustable up to 2300 lm, 2200 - 6500K)

Integrated 2 x 2W LED Side strips 
(4000K)

Integrated 2 x 3.5W LED Side strips  
(adjustable, 4000K)

Integrated 2 x 3.5W LED Side strips  
(adjustable, 4000K)

Integrated 2 x 2W LED Side strips  
(adjustable, 4000K)

Seismic anchorage Standard Standard Standard Standard

Movability Integrated castors as standard Integrated castors as standard Integrated castors as standard --

Assembly time / Number of installers 2-3h / 2 persons 2-3h / 2 persons 2-3h / 2 persons 3-4h / 2 persons

CERTIFICATIONS

DESIGNED PURPOSE

Acoustic pod perfect for quick phone and  
video calls.

Acoustic pod perfect for individual work, longer  
video conferences, and phone calls.

Acoustic pod perfect for longer individual work, video 
conferences, online meetings, and presentations.

Acoustic pod perfect for individual work, longer  
video conferences, and phone calls.



Dimensions & Weight Hushfree XM Hushfree M Hushfree M Access Hushfree L Hushfree L Access

Width (external/internal) 86.93 / 78.48 in 87.00 / 78.48 in 87.00 / 78.48 in 86.92 / 78.48 in 86.92 / 78.48 in

Height (external/Internal) 90.55 / 79.99 in 90.55 / 80.07 in 89.41 / 83.96 in 90.55 / 80.07 in 89.41 / 83.96 in

Depth (external/internal) 35.43 / 29.52 in 54.72 / 48.42 in 54.72 / 50.55 in 109.44 / 106.29 in 109.44 / 104.24 in

Doorway 35.43 in 35.43 in 35.43 in 35.43 in 35.43 in

Unit Weight 1104.5 lbs 1291 lbs 1167 lbs 2092 lbs 1763 lbs
PRODUCT FEATURES

Control panel HushAssistant HushAssistant HushAssistant HushAssistant HushAssistant

Door orientation Left-handed only  
(mirror version on demand)

Left-handed only  
(mirror version on demand)

Left-handed only  
(mirror version on demand)

Left / Right-handed option to be 
chosen at the installation stage

Left/Right-handed option  
to be chosen at the ordering stage

Furniture / Options

Optional: Table 
W: 30.27 x D: 20.07 x H: 28.97 in.

Optional: 2 freestanding sofas

Optional:  
booth occupied indicator

Optional: Table 
W: 30.19 x D: 32.95 x H: 28.93 in.

Optional: 2 freestanding sofas

Optional: central screen set bracket

Optional: booth occupied indicator

Optional: Table 
W: 30.19 x D: 32.95 x H: 28.93 in.

Optional: 2 freestanding sofas

Optional: central screen set bracket

Optional: booth occupied indicator

Optional: Conference table 
W: 51.18 x D: 43.22 x H: 28.93 in

Optional: Coffee tables 
W: 15.09 x D: 16.47 x H: 22.26 in

Optional: 2 or 4 freestanding sofas

Optional: central screen set bracket 
or side VESA bracket

Optional: booth occupied indicator

Optional: Conference table 
W: 51.18 x D: 43.22 x H: 28.93 in

Optional: Desk  
W: 72.83 x D: 23.03 x H: 29.21 in

Optional: central screen set bracket 
or side VESA bracket

Optional: booth occupied indicator

Electrification
2x 110V 2x 110V 2x 110V 2x 110V 2x 110V

Optional: USB A + USB C Optional: USB A + USB C / HDMI Optional: USB A + USB C / HDMI Optional: USB A + USB C / HDMI / LAN Optional: USB A + USB C / HDMI / LAN

2x RJ45 2x RJ45 2x RJ45 2x RJ45 2x RJ45

Ventilation
4 fans – user adjustable 4 fans – user adjustable 4 fans – user adjustable 8 fans – user adjustable 8 fans – user adjustable
88 l/sec 
(air change inside every 37 sec)

88 l/sec 
(air change inside every 60 sec)

88 l/sec 
(air change inside every 63 sec)

176 l/sec 
(air change inside every 62 sec)

176 l/sec 
(air change inside every 65 sec)

Acoustics 
according to ISO 23351-1:2020 28.7 dB (Class B) 30.2 dB (Class A) 26.4 dB (Class B) 30.2 dB (Class A) 28 dB (Class B)

Lighting
Integrated 2x 20W LED Ceiling light  
(adjustable up to 2300 lm,  
2200 - 6500K)

Integrated 2x 20W LED Ceiling light  
(adjustable up to 2300 lm,  
2200 - 6500K)

Integrated 2x 20W LED Ceiling light  
(adjustable up to 2300 lm,  
2200 - 6500K)

Integrated 4x 20W LED Ceiling light  
(adjustable up to 2300 lm,  
2200 - 6500K)

Integrated 4x 20W LED Ceiling light 
(adjustable up to 2300 lm,  
2200 - 6500K)

Seismic anchorage Standard Standard Standard Standard Standard

Movability Integrated castors as standard Integrated castors as standard -- Integrated castors as standard --

Assembly time / Number of installers 3-4h / 2 persons 3-4h / 4 persons 3-4h / 4 persons 5-6h / 4 persons 5-6h / 4 persons
CERTIFICATIONS

DESIGNED PURPOSE

Acoustic pod perfect for formal and 
informal meetings for 1-2 people

Acoustic pod perfect for formal and 
informal meetings for 1-4 people

Acoustic pod perfect for formal and 
informal meetings for 1-4 people, 
with easy wheelchair access.

Acoustic pod perfect for formal and 
informal meetings for 1-2 people

Acoustic pod perfect for formal and 
informal meetings for 1-4 people


